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Abstract
We study circular nanomechanical graphene resonators by means of continuum elasticity
theory, treating them as membranes. We derive dynamic equations for the flexural mode
amplitudes. Due to the geometrical nonlinearity the mode dynamics can be modeled by
coupled Duffing equations. By solving the Airy stress problem we obtain analytic expressions
for the eigenfrequencies and nonlinear coefficients as functions of the radius, suspension
height, initial tension, back-gate voltage and elastic constants, which we compare with finite
element simulations. Using perturbation theory, we show that it is necessary to include the
effects of the non-uniform stress distribution for finite deflections. This correctly reproduces
the spectrum and frequency tuning of the resonator, including frequency crossings.
(Some figures may appear in colour only in the online journal)
1. Introduction
In the field of nanoelectromechanical (NEM) systems,
nonlinear dynamic phenomena such as bifurcations and
mode coupling are receiving increasing interest [1–10]. In
particular, graphene resonators [3, 11–18], are known to
display strong geometric nonlinear conservative as well as
nonlinear dissipative response [2, 13, 14, 19–21]. This opens
up for new device applications [24] as well as for fundamental
research [25, 26]. So far, however, much of the work on
nonlinear dynamics has focused on one-dimensional systems
with beam or string like behavior. In graphene resonator
devices, the geometries have mostly been rectangular and
doubly clamped. Such resonators tend to suffer from
inhomogeneous strain and ill defined mode shapes [27] and
can possess edge modes or scrolled edges degrading the
quality factor [28]. To alleviate these problems, circular
graphene drum resonators, which are edge and corner free,
can be used [29].
Treating a circular graphene resonator (see figure 1) as a
membrane [30], we derive analytic expressions for frequency
tuning, Duffing constants and mode coupling coefficients
as functions of prestress, radius, electrostatic pressure, and
elastic parameters. Knowledge of these coefficients is required
when analyzing and designing experiments. The treatment
here also applies to other nanomechanical membrane
resonators made from for instance SiN or GaAs [22, 23].
However, the extremely strong geometric nonlinearities of
graphene resonators make them occupy a particular niche,
which is why we focus around these in this work.
The study of the nonlinear dynamics of membranes
and thin shells has a long history in the field of applied
mechanics and structural engineering. For instance the
static deflection solutions corresponding to the Hencky
problem [31, 32] and fundamental mode nonlinearity [33],
have been studied previously; for a review see [34]. In
NEM-resonator experiments, typically only a few flexural
resonant modes are excited and probed. The equations
of motion for the normal mode coordinates ζα(τ ), which
are nonlinear due to the geometric nonlinearity, have the
canonical form
∂2τ ζα + 3αζα +
∞∑
β=1
∞∑
γ≥β
Qαβγ ζβζγ
+
∞∑
β=1
∞∑
γ≥β
∞∑
η≥γ
Cαβγ ηζβζγ ζη = fα(τ ). (1)
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Figure 1. (a) Circular graphene NEM-resonator of radius R. A
back-gate located a distance d below the membrane can tune and
actuate the resonator by a dc-voltage Udc and a time varying
ac-voltage Uac, respectively. (b) Introduced notations for vertical
deflections. Before bias, the sheet is assumed to be lying flat in the
xy-plane (dash-dotted line). The electrostatic pressure from the
back-gate introduces a static vertical deformation w¯(r) (dashed
line). The maximum static deflection at the center is denoted by w0.
The total instantaneous deflection of the vibrating sheet is denoted
by w(r, φ, t) (solid line).
In this nonlinear Duffing equation fα(τ ) represents external
forcing and 3α are the eigenfrequencies squared. This form
facilitates the description and analysis of the system dynam-
ics. Using first order perturbation theory, and comparing with
finite elements simulations, we give closed expressions for3α
and coupling constants Qαβγ and C
α
βγ η. We find that significant
contributions to the frequency spectrum come from inclusion
of the deflection-induced non-uniform tension. In particular it
gives rise to frequency crossings, i.e., an interchange of mode
frequencies with increasing back-gate voltage.
The organization of this paper is as follows: first, in
section 2, we present and discuss the validity of treating
a graphene resonator as a membrane. Then, in section 3,
we consider the problem of finding the static shape and
accompanying non-uniform tension profile in the presence of
a static back-gate voltage. We then, in section 4, reformulate
the problem in terms of the coupled Duffing equations (1),
while section 5 treats the frequency spectrum of the lowest
lying modes as well as the frequency tuning with back-gate
voltage. Finally, in section 6 we calculate the quadratic and
cubic nonlinear coupling constants appearing in (1).
2. Continuum description of suspended graphene
We consider a circular mechanical resonator of radius R made
from a single layer of graphene with a built-in uniform tensile
stress T0 and suspended a distance d above a back-gate, as
sketched in figure 1. The external forces on the membrane
stem from the gate bias voltage U(t) = Udc + Uac(t). In
this work the response of the driving field due to Uac is
not studied. Instead, our aim is to derive, as functions of
system parameters, the coefficients for the system of nonlinear
ordinary differential equations describing the mode dynamics.
This connects the graphene resonator dynamics to the vast
body of results already present for driven single or coupled
nonlinear resonator systems.
The displacement field u(r, φ) = ur(r, φ)rˆ+uφ(r, φ)φˆ+
w(r, φ)zˆ describes the local deviation of the graphene from its
relaxed and ideally flat configuration when it is free of tension.
We assume that for zero static voltage the displacement field
u = 0, i.e. no intrinsic deformation of the membrane from the
manufacturing of the graphene resonators. The equations of
motion for the membrane follow from the Lagrangian density
L = T − (Vb + Vs) consisting of kinetic energy density T ,
bending energy density Vb = κ2 |1w|2 and stretching energy
density Vs = 12σijij. Here, κ is the bending rigidity while the
stress (σij) and strain (ij) components are
σrr = Eh
1− ν2
(
rr + νφφ
)
,
rr = ∂rur + 12 (∂rw)2,
(2)
σφφ = Eh
1− ν2
(
φφ + νrr
)
,
φφ = 1r ∂φuφ +
1
r
ur + 1
2r2
(∂φw)
2,
(3)
σrφ = Eh1+ ν rφ,
rφ = 12
[(
∂r − 1r
)
uφ + 1r ∂φur +
1
r
(∂rw)(∂φw)
]
.
(4)
For graphene, the elastic modulus E and the mechanical
equivalent membrane thickness h are combined in the 2D
modulus Eh≈ 340 N m−1 and the Poisson ratio ν ≈ 0.15 [35].
These quantities relate to the 2D Lame´ coefficients λ =
Ehν/(1− ν2) and µ = Eh/2(1+ ν). Stationarity of the action
leads to the Fo¨ppl–von Karman equations of motion
ρ0u¨r − [∂rσrr + r−1∂φσrφ + r−1(σrr − σφφ)] = 0, (5)
ρ0u¨φ − [∂rσrφ + 2r−1σrφ + r−1∂φσφφ] = 0, (6)
ρ0w¨+ κ12w− r−1[∂r(rσrr∂rw+ σrφ∂φw)
+ ∂φ(σrφ∂rw+ r−1σφφ∂φw)] = Pz(r, φ), (7)
with mass density ρ0 ≈ 0.75 mg m−2 [35] and external load
Pz. For an initial uniform strain 0, the boundary conditions
supplementing (5)–(7) are
u(r, 2pi) = u(r, 0), ur(R, φ) = R0,
uφ(R, φ) = w(R, φ) = ∂rw|r=R = 0. (8)
For the electrostatic load, we adopt the local parallel plate
approximation, i.e., Pz(r) = −(U(t)2/2)∂z˜C, with z˜(r, φ, t) =
d − w(r, φ, t) and distance dependent capacitance C. Upon
decomposing the vertical deflection into a static and a time
2
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dependent part as w(r, φ, t) = w¯(r, φ)+ δw(rφ, t), one has to
lowest order in δw
Pz = ε0U
2
2(d − w)2 ≈
ε0U2
2(d − w¯)2
(
1+ 2 δw
d − w¯
)
, (9)
where ε0 is the vacuum permittivity.
Before attempting to solve the problem, we can make
some considerable simplifications. Since graphene has a very
low bending rigidity, κ ≈ 1.5 eV [35, 36], the ratio between
bending and stretching terms in (7) is very small for the
lowest lying flexural vibration modes, if a built-in tension is
present [37]. Hence, we employ the membrane approximation
where the bending rigidity is neglected. Further, since the
lowest frequencies of in-plane vibrations are typically one or
two orders of magnitude larger than the frequencies of the
lowest lying out-of-plane vibrations, we can treat the in-plane
displacements adiabatically. Hence, we drop the terms u¨r =
u¨φ = 0 in (5) and (6) and solve the ensuing equilibrium
equations as functions of w.
To solve the simplified in-plane problem we introduce
the Airy stress field χ [38] satisfying the inhomogeneous
biharmonic equation
12χ(r, φ, t) = EhR−2 F[w,w], (10)
where the source term F[w,w] is bilinear in its two arguments,
and defined by
2R−2F[w,w′] = −(∂2r w)(r−1∂rw′ + r−2∂2φw′)
− (r−1∂rw+ r−2∂2φw)(∂2r w′)
+ 2(∂rr−1∂φw)(∂rr−1∂φw′). (11)
By decomposing the Airy function as χ =∑neinφχn(r) the
general inhomogeneous problem on the disk12χ = F can be
solved by means of integration (see appendix).
The function χ relates linearly to the stress components
as [39]
σrr = T0 + r−1∂rχ + r−2∂2φχ,
σφφ = T0 + ∂2r χ, σrφ = −∂r(r−1∂φχ).
(12)
The problem is then reduced to solving the nonlinear
out-of-plane equation
ρ0∂
2
t w− r−1[σrrr∂2r w+ 2σrφ∂φ(∂r − r−1)w
+ σφφ(∂r + r−1∂2φ)w] = Pz, (13)
where we obtain σij from solving (10) and using the relations
(12).
For convenience we will from here on use dimension-
less variables τ = tR−1√T/ρ0, ρ = r/R, υr = ur/R, υφ =
uφ/R, ζ = w/R, and 8z = PzR/T , where T is the uniform
part of the stress including the stiffening when deflecting the
membrane, defined in (19).
In our treatment, the graphene is taken to be flat
although graphene devices often show some form of
corrugation or rippling. Thermal ripples are known to cause
renormalization of the bending rigidity [40]. However, for a
clamped membrane under tensile stress this renormalization
is too small to be significant for the graphene resonator
dynamics [37]. Another source of corrugation is if the built-in
tension is not uniform which can lead to wrinkling of the
sheet [41]. For a graphene resonator to operate well, tension
should be uniform and the sheet void of wrinkles. If wrinkles
are present, the simple membrane model used here is not
valid, and a more elaborate treatment is needed. Further, grain
boundaries will typically be present in graphene made by
chemical vapor deposition (CVD). As grain boundaries break
the circular symmetry of the resonator, degeneracies will be
lifted and introduce corrections to mode coupling constants.
3. Static deformation
To address the dynamics, we must solve the static problem
to find the time-independent components of the deformation
field which we denote by (υ¯r, υ¯φ, ζ¯ ). As the load has axial
symmetry, υ¯φ ≡ 0, while υ¯r and ζ¯ are found from solving
(13) with ∂2t w = 0. To this end we make the Ansatz ζ¯ (ρ) =
ζ0(1−ρ2) where the scaled maximum deflection at the center
of the resonator ζ0 = w0/R is the variational parameter. With
this Ansatz one finds for the static radial displacement
υ¯r(ρ) = ρ[(T0/Eh)(1− ν)+ (ζ0/4)(3− ν)(1− ρ2)], (14)
and that ζ0 is found from solving a cubic equation. The latter
gives
ζ0 = b(2/3θ)1/3 − (θ/18c3)1/3,
θ = √3
√
4b3c3 + 27a2c4 − 9ac2. (15)
For a uniform load the constants appearing in (15) are a =
−Rε0U2dc/4Ehd2, b = 2T0/Eh, and c = (7 − ν)/6(1 − ν).
If 8¯z is modeled by the local parallel plate approximation,
corrections to the constants can be calculated. To lowest order
in w0/d one finds that a and c remain unchanged while b =
2T0/Eh+ 2R2ε0U2dc/3Ehd3.
Equation (15) can be used to calculate the static center
deflection ζ0 = w0/R as a function of back-gate voltage
Udc for arbitrary values of the radius R, prestress T0 and
suspension height d. The static shape of the membrane then
follows from equation (14).
The result from the uniform load approximation is
shown in figure 2 where the maximum displacement for
the variational Ansatz has been compared to finite element
simulations using COMSOL Multiphysics. The values for
the prestress T0 were chosen to conform with experimentally
observed values [2, 11]. Note that T0 = 0.34 N m−1
corresponds to a built-in strain of the order 0.1%. The
agreement between the analytical model and the numerical
simulations under uniform load is very good, showing that
the Ansatz and disregarding the bending rigidity are valid
approximations.
4. Mode expansion and coupled Duffing equations
Having found the expression for the static solution we turn to
the problem of setting up the equations for small vibrations
around equilibrium. Expressing these as δζ = ζ − ζ¯ , the
3
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Figure 2. Comparison of the analytical model and numerical
simulations of the static vertical deflection at the center of the
membrane w0 = w(r = 0), due to a uniform electrostatic pressure
Pz. Symbols result from COMSOL Multiphysics simulations with
low (blue squares) and high (red circles) uniform prestress T0. The
solid line corresponds to the solution obtained from the variational
Ansatz w(r) = w0(1− [r/R]2) for the vertical deflection and
neglecting bending rigidity. For small loads the deflection is linear
in Pz and then crosses over to a nonlinear regime where
w0 ∝ P1/3z [39].
system of differential equations for the out-of-plane deflection
(see (10) and (13)) can be formally stated as
∂2τ δζ − [Lˆ+ Kˆ]δζ = δ8z. (16)
Here δ8z is the time dependent part of the external force, Lˆ
is a linear operator and Kˆ an operator corresponding to the
nonlinear part of the problem. Both operators depend on the
static deflection ζ¯ .
To obtain equations for the mode amplitudes, we expand
the vertical displacement in eigenmodes of the eigenvalue
problem Lˆ9α +3α9α = 0 as
ζ(ρ, φ, τ ) = ζ¯ (ρ)+
∑
α
ζα(τ )9α(ρ, φ). (17)
The composite mode index α = (nα, kα) consists of an
angular component nα and a radial component kα , such that
9α(ρ, φ) = einαφ9nα,kα (ρ).
To obtain the coefficients in equation (1) it is useful to
first consider the stress fields. As the stresses in (12) are linear
in χ which, in turn, is bilinear in the arguments of F (see
(11)), also the stresses will be bilinear in the arguments of F.
Hence, using bilinearity we can decompose the stress fields
corresponding to a displacement ζ = ζ¯ + δζ into a static part
and time dependent linear and nonlinear parts in δζ , i.e.,
σij[ζ, ζ ] = T[ζ¯ , ζ¯ ] + σ¯ij[ζ¯ , ζ¯ ] + 2
∑
α
ζασij[ζ¯ , 9α]
+
∑
αβ
ζαζβσij[9α, 9β ]. (18)
The notation σij[f , g] indicates that this stress is found from
solving 12χ = EhR−2F[f , g]. We have further divided the
static stress into one uniform part T and one spatially
dependent part σ¯ij. Explicit calculations show that
T = T0(1+ x2/4),
x = ζ0(Eh/T0)1/2
√
(3− ν)/(1− ν), (19)
with the scaled static center deflection x.
The coupled mode equations are obtained from inserting
the expansion (17) in the out-of-plane equation (13) along
with the expansion (18) and projecting it onto each eigenmode
9α . This leads to the desired system of nonlinear coupled
Duffing equations
∂2τ ζα +3αζα +
∞∑
β=1
∞∑
γ≥β
Qαβγ ζβζγ
+
∞∑
β=1
∞∑
γ≥β
∞∑
η≥γ
Cαβγ ηζβζγ ζη = 〈9∗αδ8z〉. (20)
Here, 〈9∗α9β〉 =
∫ 2pi
0
∫ 1
0 dφ dρ ρ9
∗
α9β , where
∗ denotes
complex conjugation. We can now identify the linear operator
in (16) as L = ∇2 + Vˆ with
Vˆδζ = T−1
(
σ¯rr∂
2
ρδζ + σ¯φφ
(
ρ−1∂ρ + ρ−2∂2φ
)
δζ
+ 2σrr[ζ¯ , δζ ]∂2ρ ζ¯ + 2σφφ[ζ¯ , δζ ]ρ−1∂ρ ζ¯
)
. (21)
The overlaps with the nonlinear operator Kˆ give rise to
the double sum containing the constants Qαβγ and the triple
sum containing the constants Cαβγ η. The quadratic coupling
constants are defined by
Qαβγ = −T−1
〈
9∗α[2σrr[ζ¯ , 9β ]∂2ρ9γ
+ 4inγ σrφ[ζ¯ , 9β ]∂ρ(ρ−19γ )+ σrr[9β , 9γ ]∂2ρ ζ¯
+ 2σφφ[ζ¯ , 9β ](ρ−1∂ρ − n2γ ρ−2)9γ
+ σφφ[9β , 9γ ]ρ−1∂ρ ζ¯ ]
〉
βγ
, (22)
where the subscripts on 〈· · ·〉βγ indicate that the integral sums
over all unique permutations of β and γ . The cubic coupling
constants are given by the overlaps
Cαβγ η = −T−1
〈
9∗α(σrr[9β , 9γ ]∂2ρ9η
+ i2nησrφ[9β , 9γ ]∂ρ(ρ−19η)
+ σφφ[9β , 9γ ](ρ−1∂ρ − n2ηρ−2)9η)
〉
βγ η
. (23)
While equations (22) and (23) define the quadratic and
cubic coupling constants one must, in order to explicitly
evaluate them, know the mode functions 9α . These are
calculated in section 6 for arbitrary radius R and prestress
T0. The remaining unknown part of equation (20) is the
eigenvalue 3α which are calculated in section 5 by means of
perturbation theory.
5. Frequency spectrum
The frequency spectrum of the resonator is determined by
Lˆ9α + 3α9α = 0. As the operator Vˆ is not uniform, the
problem cannot, in general, be diagonalized analytically.
4
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Figure 3. Frequency spectrum fα on dimensionless form
normalized with f0 =
√
T0/ρ0R2, for arbitrary parameters R, T0, ρ0
and Eh. The 19 lowest lying flexural modes are plotted for three
different values of x = w0R−1√Eh(3− ν)/T0(1− ν). Green, blue
and red symbols correspond to x equal to 0, 5.34 and 16.0. Circles:
spectrum obtained using finite element simulations using
T0 = 10−3 N m−1 and R = 1 µm. Squares: eigenfrequencies
obtained using continuum theory incorporating deflection-induced
non-uniform stress perturbatively to first order. Stars:
eigenfrequencies obtained using only the uniform part of the
deflection-induced stress. Note that the frequency crossings are not
correctly reproduced unless the non-uniform part of the stress is
included. Here, the Poisson ratio ν = 0.15 was used.
Instead, we will use first order perturbation theory, treating
the inhomogeneous part Vˆ , defined in (21) as a perturbation.
The unperturbed eigenfunctions are
90n,k(ρ, φ) = einφJ|n|(λ|n|,k ρ)
/√
pi |J|n|+1(λ|n|,k)| (24)
for n ∈ Z, k ∈ N. Moreover, Jn(x) is the nth Bessel function
and λn,k is the kth zero to the nth Bessel function. The first
order correction to the spectrum is then 3(1)α = 〈90αVˆ90α〉
so that 3α ≈ 3(0)α + 3(1)α with the unperturbed eigenvalues
3
(0)
α = λ2α . Note that the stiffening due to the homogeneous
part of the static stress is already present in the scaling of time.
Hence, the perturbation only incorporates the inhomogeneous
part of the stress.
Figure 3 shows the first order corrected frequen-
cies fα = ωα/(2pi) =
√
(30α +31α)T/(ρ0R2)/(2pi) under
uniform load compared with the uncorrected prediction
f 0α = ω0α/(2pi) =
√
30αT/(ρ0R2)/(2pi) along with COMSOL
Multiphysics simulations including bending rigidity. Three
different cases of the scaled static center deflection x =
w0R−1
√
Eh(3− ν)/T0(1− ν) are considered. For fixed pre-
stress T0 and material parameters Eh and ν, a stronger static
voltage Udc leads to a larger vertical deflection w0 and
therefore an increasing x. As can be seen, the first order cor-
rections give a good estimate of the vibrational frequencies. A
noteworthy result is that inclusion of the first order corrections
leads to a decrease in frequency for modes with radial index
k = 1. Whereas the frequencies increase monotonically with
mode number for x = 0, for x > 0 non-monotonic behavior is
seen, i.e. frequency crossings occur. This effect is not captured
by the monotonically increasing uncorrected frequencies f 0α .
Figure 4. Frequency spectrum fα on dimensionless form
normalized with f0 =
√
T0/ρ0R2 versus scaled static center
deflection. The frequencies are color coded to their mode shapes on
the right. (Solid lines) Spectrum from elasticity theory including
first order perturbative corrections due to inhomogeneous stress.
Circles: COMSOL Multiphysics simulations. The majority of
frequency crossings of the higher frequencies are taking place in the
range marked ‘nonlinear regime’. In the region marked ‘linear
regime’ the spectrum can be approximately obtained by linear
extrapolation of the data in figure 3. The inset corresponds to the
area in the rectangle and shows a zoomed in view of some of the
frequency crossings. The dashed lines correspond to the frequencies
with radial mode number k = 1. Here, the Poisson ratio ν = 0.15
was used.
Figure 4 shows the region of parameter space where a majority
of these frequency crossings occur. For large static deflections,
x & 5.3, frequencies approximately increase linearly with x
and can therefore be extrapolated in this region from the data
in figure 3.
If the load from the back-gate is modeled by (9) and
expanded to the first order in δζ , electrostatic softening will
shift the frequencies from
ω2α → ω2α − ω2α,s,
ω2α,s ≈ ε0U2dcR/d3ρ0(1+ Hαw0/d + Iα(w0/d)2),
(25)
where Hα and Iα are numerical overlap integrals given in
table 1. Introducing ω0α = λαR−1
√
T0/ρ0 the expressions for
the frequencies take the form
ωα = ω0α
√
1+ x2 (1+ 0α) /4−
(
ωα,s/ω0α
)2
, (26)
where 0α is given in table 1.
Defining 1ωα = ωα − ω0α the total frequency tuning,
including both stiffening due to deflection-induced tension as
well as electrostatic softening, can thus be written as
1ωα
ω0α
=
(
1+ x2 (1+ 0α)
4
− 2
λ2α
(
1+ Hα w0d + Iα
(w0
d
)2)
×
(
12+ x2( 7−ν3−ν )
3− 8w0d
)
w0
d
)1/2
− 1, (27)
where x = w0R−1
√
EhT−10 (3− ν)(1− ν)−1.
5
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Figure 5. Frequency tuning of the fundamental mode including electrostatic softening according to equation (26). Solid lines: contours of
constant relative frequency tuning 1ω/ω0 of the fundamental flexural mode. Inset: the frequency tuning as a function of center deflection
w0/d for three different values of the product (T0/Eh)(R/d)2. The three curves correspond to the three horizontal lines (red dotted, black
dashed and green dash-dotted) in the main figure. The region where snap-to-contact occurs is marked ‘snap-to-contact region’ and takes
place for deflections in the range 0.2 < w0/d < 0.3. Here, the Poisson ratio ν = 0.15 was used.
Table 1. Definitions of terms in equation (27) for the five lowest
modes α = (nα, kα).
(n, k) Hα Iα λα 0α(3− ν)
(0, 1) 2.346 3.859 2.405 (4.116− 0.2892ν)
(1, 1) 2.000 2.873 3.832 (2.046+ 0.1098ν) ( 1+ν3−ν )
(2, 1) 1.773 2.290 5.136 (−0.269+ 0.4577ν) ( 1+ν3−ν )
(0, 2) 2.066 3.266 5.520 (0.217− 0.0791ν)
(3, 1) 1.607 1.902 6.380 (−1.533+ 0.7171ν) ( 1+ν3−ν )
The tuning of the fundamental mode is plotted in figure 5.
For (Eh)−1T0(3 − ν)−1(1 − ν)R2d−2 > 2.4 × 10−2 the
softening effect dominates for all deflections. With the typical
values R= 1µm and d = 300 nm this corresponds to an initial
tension of T0 = 2.5 N m−1, above which stiffening of the
fundamental frequency is not observed. This is a very high
tension compared with the values found in literature [2, 11].
The parallel plate approximation also predicts a snap-
to-contact region for 0.2 < w0/d < 0.3 depending on x.
Especially for low (scaled) prestress the tuning becomes
larger with increasing (scaled) static center deflection and then
drastically decreases and enters the snap-to-contact region.
6. Nonlinearities and mode coupling
We finally turn to the evaluation of the coefficients of the
nonlinear terms in (1). Starting from (22) to (23), we note
that by angular symmetry of the operators Lˆ, Kˆ and the mode
functions one finds
Qαβγ ∝ δnα,nβ+nγ , Cαβγ η ∝ δnα,nβ+nγ+nη , (28)
Figure 6. Prefactors of quadratic (Qαβγ ∝ (Eh/T)[w0/R]) and cubic
coupling constants (Cαβγ η ∝ Eh/T) in equation (20) as functions of
scaled static center deflection w0/R.
where δ is the Kronecker-delta. The coupling constants take
the form
Qαβγ =
Eh
T
w0
R
∫ 1
0
dρ Kαβγ (ρ, ν),
Qαβγ η =
Eh
T
∫ 1
0
dρ Kαβγ η(ρ, ν),
(29)
where Kαβγ and K
α
βγ η correspond to the expressions in
brackets (22) and (23). The prefactors are plotted in figure 6.
The integrals depend on ν, but the dependences can be
extracted analytically resulting in pure numerical integrals. By
comparing with higher order corrections, we have found that it
6
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Table 2. Cubic coupling constants between mode α equal 1–6 corresponding to mode indices α = (nα, kα) as
(0, 1), (1, 1), (−1, 1), (2, 1), (−2, 1) and (0, 2), respectively. By symmetry, the tables for mode 3 and 5 are identical to the tables for mode
2 and 4 after interchanging 2↔ 3 and 4↔ 5. The constants are linearized according to 1ν = ν − 0.15.
βγ η TEhC
1
βγ η
T
EhC
6
βγ η βγ η
T
EhC
2
βγ η βγ η
T
EhC
4
βγ η
111 3.92+ 3.681ν −1.21 112 12.5+ 7.951ν 114 18.2+ 17.521ν
116 −3.63 30.0+ 19.41ν 126 −9.13− 5.661ν 122 13.2− 4.761ν
123 25.0+ 15.91ν −6.17− 2.041ν 134 29.8− 16.71ν 146 63.5− 16.61ν
145 35.0+ 38.31ν 91.5− 24.21ν 223 69.0+ 44.21ν 226 30.8− 25.71ν
166 30.0+ 19.41ν −49.0 245 121+ 59.61ν 234 121+ 59.91ν
225 0.509−5.571ν 17.6− 8.391ν 266 57.5+ 45.91ν 445 198+ 1521ν
236 −12.1− 9.291ν 115+ 91.81ν 346 20.2− 19.41ν 466 271+ 22.01ν
334 0.509−5.571ν 17.6− 8.391ν
456 22.5+ 9.881ν 339+ 1521ν
666 −16.3 172+ 1021ν
Table 3. Quadratic coupling constants between mode α equal 1 to 6 corresponding to mode indices α = (nα, kα) as
(0, 1), (1, 1), (−1, 1), (2, 1), (−2, 1) and (0, 2), respectively. By symmetry, the tables for mode 3 and 5 are identical to the tables for mode
2 and 4 after interchanging 2↔ 3 and 4↔ 5. The constants are linearized according to 1ν = ν − 0.15.
βγ TEh
R
w0
Q1βγ
T
Eh
R
w0
Q6βγ βγ
T
Eh
R
w0
Q2βγ βγ
T
Eh
R
w0
Q4βγ
11 11.7+ 11.31ν −1.32+ 1.641ν 12 26.8+ 18.51ν 14 37.8+ 35.21ν
16 −2.64+ 3.271ν 54.4+ 39.61ν 26 1.70+ 4.001ν 22 21.4+ 4.371ν
23 28.9+ 21.11ν 6.41+ 9.751ν 34 18.4− 2.691ν 46 45.7+ 22.31ν
45 32.9+ 34.51ν 44.0+ 22.01ν
66 27.2+ 19.81ν −11.4+ 25.91ν
Figure 7. Diagonal quadratic and cubic coupling constants for
symmetric modes, i.e., angular number n = 0. Here, the Poisson
ratio ν = 0.15 was used.
suffices to evaluate the integrals in (29) using the unperturbed
mode functions 90α defined in (24). The first order correction
for the Duffing constant of the fundamental mode reduces it
with 6% in the worst case scenario. The Duffing constants
Cαααα for the symmetric modes are plotted in figure 7 showing
power-law behavior with a small curvature correction.
The cubic and quadratic coupling constants for the 6
lowest lying flexural modes are tabulated in tables 2 and 3,
respectively. They have been linearized around ν = 0.15 and
for small deviations from this value, 1ν = ν − 0.15 can to
a good approximation be set to zero except for the coupling
constants C1225 and C
1
334.
7. Conclusions
Based on a continuum mechanical formulation, we have
derived the nonlinear coupled equations of motion for
a circular membrane resonator and analyzed both the
eigenfrequency spectrum as well as the nonlinear coefficients
entering the equations of motion for the mode amplitudes.
For the static mode shape, due to the dc component of the
bias, we find that a simple algebraic Ansatz compares well
with finite element simulations for realistic device parameter
values. For the eigenfrequency spectrum we further find
that it suffices to incorporate the first order perturbative
corrections to reproduce both qualitatively and quantitatively
the spectrum for the lowest lying modes. In particular, we
find that only by incorporating the inhomogeneous part of
the deflection-induced stress will one correctly reproduce
frequency crossings which occur with increasing static bias
voltage. We have further derived expressions for the nonlinear
coefficients, quadratic and cubic, which must be taken into
account when modeling the dynamic response of ultrathin
NEM-resonators.
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Appendix. Solving the Airy stress equation
To find the in-plane stresses we need to solve an inhomoge-
neous biharmonic equation of the form 12χ(ρ, φ) = f (ρ, φ)
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on the unit disk 0 < ρ < 1, 0 ≤ φ < 2pi . Periodicity in φ im-
plies that we can Fourier expand χ and f as χ =∑neinφχn(ρ)
and f = ∑neinφ fn(ρ) leaving us with the problem 12nχn =
fn(ρ), where 1nχn ≡ ρ|n|−1∂ρ
(
ρ1−2|n|∂ρρ|n|χn
)
. Repeated
integration over ρ shows that the general solutions can be
expressed as χn(ρ) = χ (p)n (ρ)+ H|n|(ρ), where
χ (p)n (ρ) = ρ2
∫ ρ
0
dρ G|n|(ρ/ρ′)ρ′f (ρ′),
with the Kernels G0(ξ) = 14 ([ξ−2 + 1] ln ξ + ξ−2 − 1),
G1(ξ) = 116ξ [ξ2− ξ−2− 4 ln ξ ] and Gn≥2(ξ) = 18n ( 1n+1 [ξn−
ξ−n−2] + 1n−1 [ξ−n − ξn−2]). The terms Hn(ρ) contain the
nonsingular homogeneous solutions H0 = A0ρ2,H1 = A1ρ3,
and Hn≥2 = Anρn+2+Bnρn. The constants An,Bn are chosen
such that the in-plane displacement fields satisfy the boundary
conditions (8), resulting in
A0 = −2−1(1− ν)−1(∂2ρ − ν∂ρ)χ (p)0 |ρ=1,
A1 = −2−1(3− ν)−1(∂2ρ − ν[∂ρ − 1])χ (p)1 |ρ=1,
An = −(4n)−1(3− ν)−1(2I1(1)+ (n− 1)[I2(1)+ 2I3(1)]),
Bn = −{[n(1+ ν)− 2(1− ν)]2I1(1)
+ (n+ 1)[n(1+ ν)+ 2(1− ν)][I2(1)+ 2I3(1)]}
× [4n2(3− ν)(1+ ν)]−1,
where
I1(x) = (∂2x − ν[∂x − n2])χ (p)n ,
I2(x) =
∫ x
0
dx′ (∂x′ζ(x′))2,
I3 = ν∂xχ (p)n −
∫ x
0
dx′(x′−1∂x′ − n2x′−2)χ (p)n .
For the particular problem in this paper, we need to solve
a stress problem on the form 12χ = F[ζ, ζ ] where F is the
bilinear operator on the vertical displacement field ζ ,
F[ζ, ζ ′] = − 12 (∂ρζ )(ρ−1∂ρζ ′ + ρ−2∂2φζ ′)
− 12 (ρ−1∂ρζ + ρ−2∂2φζ )(∂2ρζ ′)
+ ∂ρρ−1∂φζ(∂ρρ−1∂φζ ′).
Writing ζ = ζ¯ +∑αζα9α and using the bilinearity of F one
finds
12χ = F
[
ζ¯ +
∑
α
ζα9α, ζ¯ +
∑
β
ζβ9β
]
= F[ζ¯ , ζ¯ ] + 2
∑
α
ζαF[ζ¯ , 9α] +
∑
α,β
ζαζβF[9α, 9β ].
Linearity of 12 allows us to write the solution as
χ = χ¯ + 2∑αζαχα + ∑αβζαζβχα,β , where the terms
satisfy individually the equations 12χ¯ = F[ζ¯ , ζ¯ ], 12χ (α) =
F[ζ¯ , 9α], 12χ (α,β) = F[9α, 9β ]. Solution by Fourier
expansion and integration as above is now possible and we
find (using ζ¯ = ζ0(1− ρ2))
χ¯ = χ¯0 = − 116 ζ 20 ρ4 + H¯0,
χαn = ζ0ρ
∫ ρ
0
dρ′9α(ρ′)K|n|(ρ/ρ′)+ H(α)|n| ,
χα,βn = ρ2
∫ ρ
0
dρ′ Fn[9α(ρ′),9β(ρ′)]ρ′G|n|(ρ/ρ′)+H(α,β)|n| ,
with the new additional kernels K0(ξ) = ξ−1 ln ξ , K1(ξ) =
1
2 [1 − ξ−2], and Kn≥2 = 12n [ξn−1 − ξ−n−1]. The stress
components are then given by the derivatives (12).
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